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General Driver Loading Instructions 

WINDOWS/ADI/HDI Drivers 
 

To obtain the latest AutoCAD/Windows driver click here:   
http://www.encad.com/Support/Printer%20Reference/T200.asp 
 

 
To Install the T-200+ Windows driver in Windows NT: 
 
1. If the Add New Hardware Wizard appears on boot up of your computer, click 
CANCEL 
2. Uninstall any ENCAD drivers that you have currently installed in your Printers folder. 
3. Save the driver file to your Desktop 
4. Double Click on compressed driver file to extract the driver 
5. Go into the PRINTERS folder of your Operating System, which can be accessed by 
going to START, SETTINGS, PRINTERS. 
6. Choose ADD A PRINTER. 
7. Designate what port to which the printer is connected whether it is a print server 
address or an LPT parallel port. 
8. At the list of Manufacturers and Models, Choose HAVE DISK. 
9. Choose BROWSE and direct the Wizard to the folder C:\ENCAD\Drivers\Version 
6111. 
10. Click OK twice to bring up the revised list of Manufacturers and Models. 
11. Choose your ENCAD printer from the list. 
12. Continue the install as you would any printer. 
13. Click Finish. 
14. After the driver is installed, go into Printing Preferences, click on About This Printer, 
and verify that the version number next to the file ENW2KUD.DLL is 6.1.11. 
 
To Install the T-200+ Windows driver in Windows 2000 or Windows XP: 
 
1. If the Add New Hardware Wizard appears on boot up of your computer, click 
CANCEL 
2. Uninstall any ENCAD drivers that you have currently installed in your Printers folder. 
3. Save the driver file to your Desktop 
4. Double Click on downloaded file to expand the driver files to 
C:\ENCAD\Drivers\Version 6111. 
5. Go into the PRINTERS folder of your Operating System, which can be accessed by 
going to START, SETTINGS, PRINTERS. 
6. Choose ADD A PRINTER. 
7. Designate what port to which the printer is connected whether it is a print server 
address or an LPT parallel port. 
8. At the list of Manufacturers and Models, Choose HAVE DISK. 
9. Choose BROWSE and direct the Wizard to the folder C:\ENCAD\Drivers\ Version 
6111. 
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10. Click OK twice to bring up the revised list of Manufacturers and Models. 
11. Choose your ENCAD printer from the list. 
12. Continue the install as you would any printer. 
13. When you click Finish, a digital signature or compatibility message box will appear, 
choose Yes. 
14. Click Finish. 
15. After the driver is installed, go into Printing Preferences, click on About This Printer, 
and verify that the version number next to the file ENW2KUD.DLL is 6.1.11. 
 
 
To Install the T-200+ Windows driver in Windows 2003 Server: 
 
In Windows 2003, installation of the so-called kernel-mode drivers is blocked by default 
in the system’s Group Policy. In order to install the ENCAD drivers the Group Policy 
need to be changed to allow installation of the kernel-mode printer drivers. Changing the 
policy does not affect the existing printer drivers, and after installing the ENCAD driver it 
can be switched back to it’s default setting. 
Here are the steps to change the kernel-mode Group Policy: 
 
1. Open Group Policy as follows: click Start, click Run, type gpedit.msc, and then press 
ENTER. 
2. Under “Local Computer Policy”, double-click “Computer Configuration”. 
3. Double-click “Administrative Templates”, and then double-click “Printers”. 
4. Right-click “Disallow installation of printers using kernel mode drivers”, and then click 
Properties. 
5. On the “Setting” tab, click “Disable” to allow kernel-mode printer driver installation and 
then click OK. 
Now run the Add Printer Wizard and install the ENCAD printer driver per these 
instructions: 
1. If the Add New Hardware Wizard appears on boot up of your computer, click 
CANCEL 
2. Uninstall any ENCAD drivers that you have currently installed in your Printers folder. 
3. Save the driver file to your Desktop 
4. Double Click on downloaded file to expand the driver files to 
C:\ENCAD\Drivers\Version 6111. 
5. Go into the PRINTERS folder of your Operating System, which can be accessed by 
going to START, SETTINGS, PRINTERS. 
6. Choose ADD A PRINTER. 
7. Designate what port to which the printer is connected whether it is a print server 
address or an LPT parallel port. 
8. At the list of Manufacturers and Models, Choose HAVE DISK. 
9. Choose BROWSE and direct the Wizard to the folder C:\ENCAD\Drivers\ Version 
6111. 
10. Click OK twice to bring up the revised list of Manufacturers and Models. 
11. Choose your ENCAD printer from the list. 
12. Continue the install as you would any printer. 
13. When you click Finish, a digital signature or compatibility message box will appear, 
choose Yes. 
14. Click Finish. 
15. After the driver is installed, go into Printing Preferences, click on About This Printer, 
and verify that the version number next to the file ENW2KUD.DLL is 6.1.11. 
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To Install & Configure the T-200+ AutoCAD 2000-2005 Driver (HDI driver 
versions 6, 7, 8): 
 

NOTE: Please adhere to the AutoCAD driver installation instructions that 
came with the driver (supporting files are packaged with driver).  

 
Use following steps to set the “Standard” or “Default” configuration for plotting from 
AutoCAD using ENCAD’s AutoCAD-specific HDI drivers.  These settings are the starting 
point for normal colors and images. If your plot requires a different setting, make a 
special note of that setting. 
 
A.  Check for ENCAD’s AutoCAD-specific driver. 
 

AutoCAD can use both Windows-system drivers, and AutoCAD-specific drivers 
(called and HDI driver).  Use ENCAD’s AutoCAD-specific driver for your printer for 
best performance and control from AutoCAD.  
 
1. From the AutoCAD menu, select “File”, “Plot”. 
2. Under “Printer/Plotter” or “Plot Device” dropdown list, select the name of the Plot 

configuration for your printer. [If there is none, use the “Add-A-Plotter Wizard” in 
the “Plotter Manager” to set up a new plotter configuration. Then come back 
here.] 

3. Select “Properties” button to bring up the “Plot Configuration Editor” dialog. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. Select the “General” tab. 
5. Look under “Driver information”.   
6. Do you see “Non-system driver”, and the printer name? 
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7. Do you see file name encad6.hdi, encad7.hdi, encad8.hdi, or encad9.hdi? 
8. If no to either the above, then install the ENCAD HDI driver and start again. 

 
B. Driver Setup.  
- After performing the above steps, on the “Plot 
Configuration Editor” dialog, select the “Device 
and Document Settings” tab. 
 

1. Select the “Media” branch from the 
settings list.   
If “Media Type” appears under “Media”, 
select “Media Type”.   
Then, select the type of media that is 
installed on your printer. 

 
2. Select the “Graphics” branch from the 

settings list.  
a. Select the “Vector Graphics” branch. 

• Set either “Color” or 
“Monochrome”. 

• Set the  “Color Depth”: 
For Color: “16777216 
(24-bit) colors” 
For Monochrome: “255 shades of gray” 

• Set “Resolution” to the highest available. 
• Set “Dithering” to “Scatter (RTL)”. 

b. Select the “Merge Control” branch. Set Merge Control to “Lines Overwrite” 
 

3. Select the “Custom Properties” branch from the settings list, and then select the 
“Custom Properties” button below. 

 
a. Under “Plot Settings”: 

• Set “Quality” to Normal. 
• Check “Make light thin 

lines thicker”. 
b. Under “Output Format”: 

• Set to “RTL”.   
c. If “Cartridges” appear, be 

sure the cartridge 
configuration matches the 
configuration on your printer.  

d. Under “Ink Controls”: 
• Set “Ink reduction” to 0%. 
• Set “Ink limit” to 300, or 

“Ink limit on” to 
unchecked. 

• Set “Dry time” to 0. 
e. Under “Color Controls”: 

• Set “Gamma correction” to 1. 
• Set “Dither Density” to 100; 
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4. Additional Media settings:  Set any other media settings to appropriate values for 

your printer and plot size.  If you are having trouble with plot sizing, image 
location or margins, be careful with these settings and record the values that you 
are using. 

 
 
C.  Check Plot settings 
 

1. From the AutoCAD menu, select “File”, “Plot”. 
 
2. Select the arrow if necessary to show more plot options. 
 
3. Set the “Plot style table (pen assignments)” to the standard plot styles supplied 

with AutoCAD.  
a. For color plots, select 

“acad.ctb”. 
b. For monochrome plots, 

select “grayscale.ctb” or 
“monochrome.ctb”.   

c. These files will control the 
how each color appears on 
the final plot. If you make any 
changes to these files, save 
and use them as a different 
file name so that you can 
always recover the original 
settings.  

 
 

d. If you open the acad.ctb file for editing, you should see that all colors 
have the same settings: 
• Color: Use object color 
• Dither: On 
• Grayscale: Off 
• Pen #: Automatic 
• Virtual Pen: 

Automatic 
• Screening: 100 
• Adaptive: On 
• Line type, 

Lineweight, Line 
end style, Line join 
style, and  Fill 
style: Use object 
… 



T-200+ TECHNICAL BULLETIN 5 

 6

 
4. Under “Plot Options”, 

• Check “Plot object 
lineweights”. 

• Check “Plot with plot 
styles”. 

 
 

5. Be sure to “Save changes to 
layout” or “Apply to Layout” so that 
AutoCAD will retain the settings to 
the drawing, so that you can 
reproduce the settings later. 

 
 
 
 
D. Troubleshooting 
 

If you are having problems getting the plot output that you want, first plot with the 
settings described above.  Then make and document any settings adjustments 
that you think are necessary, re-plot, and document the output changes.  If you 
continue to have problems, please submit the following information, so that the 
problem can be duplicated and resolved: 
 

1. Problem description 
2. HDI Driver version (To find: from AutoCAD menu, select: File, Plot, Properties 

button, Device and Document Properties tab, Custom Properties branch, Custom 
Properties button, About button). 

3. Printer Model and Cartridge Configuration 
4. Files: 

a. Drawing file (.dwg) that demonstrates the problem. 
b. Plot configuration file (.pc3) that was used to make the plot. 
c. Scanned image of printer output, and/or detailed description of the 

location of the problem on the plot. 
d. The plot style file (.ctb) used to make the plot. 

5. Detailed list of all changes to the standard settings described above in sections A 
through C.  

6. Listing of any error messages. 
 
 
E.  Supporting Technical Bulletins:  
http://www.encad.com/Support/Tech-Bulletins/index.asp 
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